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Important Safety Instructions 


SAVE THESE INSTRUCTIONS! This handbook contains important instruc- 
tions for the MagneCharge”™ Portable Inductive Convenience Charger Model P200. 
Carefully read these safety instructions and the charging instructions in your electric 
vehicle owner's handbook before charging your vehicle. 


The following symbols may be found in your handbook or on labels affixed to your 
portable inductive convenience charger: 7 


This symbol alerts the user to important operating and maintenance 
(servicing) instructions. 


constitute a risk of electrical shock. 


À This symbol alerts the user to the presence of dangerous vultayes which nay 


|. Only use this charger to charge electric vehicles equipped with a 
MagneCharge™ inductive charge port (inlet). See your vehicle owner's 
handbook to determine if your vehicle is equipped with a MagneCharge™ 


inductive charge port. 
Warning 


Use of this charger to charge electric vehicles equipped with other 
charge ports may result in serious injury or equipment damage. 


2, VENTILATION - Some electric vehicles require an external ventilation system 
to prevent the accumulation of hazardous or explosive gases when charging 
indoors. Check your vehicle owner's handbook to determine if your vehicle 
requires ventilation during indoor charging. If your portable inductive 
convenience charger is used outdoors, no ventilation system is required. 

Warning 
If a malfunction of the ventilation system is suspected, DO NOT charge your 
AN vehicle if it requires ventilation indoors. Contact your MagneCharge™ Sales 
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and Service Representative for service information immediately. 


Do not block the air intake (left side) or exhaust vents (right side). Blocking 
these vents may lead to reduced output power and significantly increase your 
charging time. 

4. vvhen removing the charge coupler trom the vehicle's charge port, utilize the 
handle rather than pulling on the output cable. 


5. Lift your charger by the handle provided and not by the input cord or out- 
put cable. 


6. Make certain your charger input cord and output cable are positioned so they 
will not be stepped on, tripped over, or be subjected to damage or stress. 


7. Do not use an extension cord unless absolutely necessary. Improper use of 
an extension cord may result in fire or serious injury from electrical shock. 
Fully extend any extension cord before use. Only use extension cords which: 


A. are in good condition. 
Caution B. have a 3 pin grounded plug and receptacle connectors. 
C. are considered heavy duty type cords such as S, SO, SJT-WA, SJIEO-WA 
or the equivalent, or heavier duty type cords. 
D. are rated for outdoor use if charging outdoors. 
E. have at least the minimum AWG wire size per the table below and are 
rated for at least [3 amps. 


MINIMUM AWG WIRE SIZE OF CORD 
Length of Cord in Meters (Feet) 


30.5 
(100) 
10 AWG 


8. Do not attempt to repair or service your portable inductive convenience 
charger yourself, Thora ara no user serviceable parts inside. Contact your 
retailer or MagneCharge™ Sales and Service Representative for service. 


9. Do not operate your charger with a damaged input cord, output cable or 
charge coupler. Contact your retailer or MagneCharge”™ Sales and Service 
Representative for service immediately. 


10. Da not operate your portable inductive convenience charger if it hac raceived 
a sharp blow, been dropped or been damaged in any other way. Contact your 
retailer or MagneCharge” Sales and Service Representative for service. 


11. Disconnect the input power to your charger before cleaning it. Clean your 
charger with a soft cloth lightly moistened with a mild detergent solution. 
Warning 
To reduce the risk of electrical shock or equipment damage, do not immerse 
your charger or allow any moisture to enter this unit while cleaning. 


12. GROUNDING and AC POWER CORD CONNECTION 
INSTRUCTIONS ~ 
The MagneCharge™ Portable Inductive Convenience Charger Model P200 
should be grounded to reduce the risk of electrical shock. Your charger is 
equipped with an electrical cord that includes an equipment-grounding con- 
ductor, a Ground Fault Circuit Interrupter (GFCI) and a grounding plug. The 
grounding plug must be plugged into an outlet that is properly installed and 


grounded in accordance with all local codes and ordinances. 
‘varning 


Never alter your charger’s electrical cord or grounding plug if it will not fit 
into your outlet. Have a proper outlet installed by a qualified electrician. 
Improper connection may result in risk of electrical shock. 


13. Your portable inductive convenience charger is designed for use on a nominal 
| 2U-volt circuit and Is equipped with a grounding plug which is illustrated in 
Figure 1. If a properly grounded outlet is not available, you may wish to use a 


temporary adapter. Refer to Figures 1b and 1c. This type of set-up may be 
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used to connect your plug to a two-pole receptacle as shown in Figure 1b. 
This temporary adapter should be used only until a properly grounded outlet 
can be installed by a qualified electrician. 


Before using the adapter as illustrated, be certain the center screw of the 
outlet plate is grounded. The green-colored rigid ear or lug extending from 
the adapter must be connected to a properly grounded outlet— make cer- 
tain it is grounded. If necessary, replace the original outlet cover plate screw 
with a longer screw that will secure the adapter ear or lug to the outlet 
cover plate and make ground connection to the grounded outlet. 
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Introduction 


The MagneCharge™ Portable Inductive Convenience Charger Model P200 is designed to 
fit in the trunk of your vehicle and is intended to be used when a standard or high- 
power charger is not available. Your charger plugs directly into any standard grounded 
wall outlet, and the charge coupler plugs directly into your vehicle’s charge port. The 
charging operation is fully automatic and is explained in the “Operation” section. 


Operation 


The charging procedure is described in this section. Your charger also supports addi- 
tional functions, such as “delayed charging,’ that may or may not be supported by your 
vehicle. Refer to the charging instructions in your vehicle owner’s handbook for specific 
charging information. 


1. Remove your portable inductive convenience charger from your vehicle. 


2. Unwind the charger input cord and plug it into a properly grounded wall 
outlet. All three display indicators will light momentarily as the unit runs a 
self-test. If the display does not light momentarily, refer to the 
“Troubleshooting” section of this handbook. 


Note: Plugging your charger into a wall outlet or circuit containing a built- 
in Ground Fault Circuit Interrupter (GFCI) may cause nuisance tripping of 


your charger’s GFCI or the GFCI in the wall outlet. If this occurs, plug 
your charger into a different wail outlet. 


3. Remove the charge coupler from its cradle, and unwind the output cable 
counter-clockwise 
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9. 


Open the charge port access door on your vehicle (refer to your vehicle 
owner's handbook). 


Fully insert the charge coupler into the charge port. 


Note: When properly inserted, the charge coupler should snap into place 
with a solid click. 


A green charging indicator will flash to advise you that your charger is in a 
delay mode waiting for a wake-up signal from your vehicle. Charging will 
begin automatically about 30 seconds after inserting the coupler. The green 
charging indicator will illuminate and the cooling fans will come on when 
charging hagins. If tha graan charging indicator continues to flash or doas not 
illuminate, remove the charge coupler and reinsert it into the charge port. If 
the condition persists or the red check indicator illuminates, call your electric 
vehicle retailer for assistance. 

Note: Ifa fault is detected during charging, your charger will automatically 
stop charging and the red check indicator will illuminate (refer to the 
“Troubleshooting” section). 

Note: In some vehicles it may be possible to lock the charge coupler in the 
charge port (refer to your vehicle owner's handbook). 


When your vehicle's batteries are fully charged, your portable inductive charg- 
er will shut off automatically. The green charging indicator will turn off and 
the amber complete indicator will illuminate. 


Note: The charge coupler can be safely removed from the charge port at any 
time during charging. Your charger automatically stops charging when the 
charge coupler is removed from the port. j 


Remove the charge coupler from the charge port. Unplug your charger from 
the wall outlet and rewind its input cord and output cable. Make sure to 
firmly secure the input cord and charge coupler into their cradles. 


Make certain your portable inductive convenience charger is securely stored 
in your vehicle (refer to your vehicle owner's handbook). 


Maintenance 


Cleaning- 


Warning 


Warning 2 


Caution 


Unplug your charger from the wall outlet before cleaning to reduce the 
risk of electrical shock or equipment damage. 


To reduce die tisk of elecirical shock or equipment damage, do not 
immerse or allow any liquid to enter the unit while cleaning it. 


3. Clean your charger with a soft cloth lightly maictanad with mild dotar- 
gent solution. Never use any type of abrasive pad, scouring powder, or 
flammable or non-flammable solvent such as alcohol or benzene. 
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Safety Checks- 


Periodically verify the operation of the ground fault circuit interrupter by fol- 
lowing the instructions on the back of the unit. 


Features 


Input Power 


‘Cord with GFCI 


Charge Coupler 


Portable Charger with Coupler Deployed 


Troubleshooting 


Also refer to the charging instructions in your electric vehicle owner’s handbook for 
specific information about what to do if a problem occurs during charging. 
CONDITION: The power light on the ground fault circuit inter- 
rupter does not illuminate. 


This indicates no power. 

« Depress the reset button on the ground fault circuit interrupter. 

+ Make certain the 120 vole AC power plug is properly and securely plugged into 
the wall outlet. 

* If this condition continues, unplug your charger, and plug it into an outlet on a 
different branch circuit. 


If this condition still persists, contact your vehicle retailer or MagneCharge™ 
Sales and Service Representative for assistance. 


CONDITION: The ground fault circuit interrupter trips. 
This indicates a power fault. 


* Reset the ground fault circuit interrupter, and attempt to continue charging 
your vehicle. 


+ If the ground fault circuit interrupter continues to trip, unplug your charger and 
plug it into a different outlet. Attempt to continue charging your vehicle. 


Note: Do not plug your charger into a wall outlet or circuit containing a built-in 
Ground Fault Circuit Interrupter (GFCI), because this may cause nuisance tripping 
of the GFCI in the charger input cord. 


- If this condition still persists, stop using your charger. Contact your vehicle 
retailer or MagneCharge™ Sales and Service Representative for assistance. 


CONDITION: The circuit breaker serving the charger branch cir- 
cuit trips. 
This indicates an overloaded branch circuit. 


e Reduce the load on the circuit by unplugging or turning off other electrical 
appliances on the same circuit. 


e Reset the circuit breaker, and attempt to continue charging your vehicle. 


e If this condition continues, unplug your charger and plug it into an outlet on a 
different branch circuit. 


e If this condition still persists, stop using your charger and contact your vehicle 
retailer or MagneCharge” Sales and Service Representative for assistance. 


CONDITION: The check indicator light on the charger 
is iiluminated. 


This indicates a fault has been detected on either the vehicle or the charger. 
e Maka cartain tha charge coupler has bean fully inserted inta tha charge part 


Note: When properly inserted, the charge coupler will snap into place with a 
solid click. 


* Check your electric vehicle's service indicators to determine if your vehicle has 
detected a problem during charging. if your vehicle indicates a fault, refer to 
your electric vehicle owner's handbook for a service contact point. 


* If your electric vehicle's service indicators have not detected a problem and this 
condition still persists, contact your vehicle retailer or MagneCharge” Sales and 
Service Representative for assistance. 


CONDITION: The charge indicator light on the charger does 

not illuminate. 
This indicates a fault has been detected on either your vehicle or your charger. 
* Make certain the charge coupler has been fully inserted into the charge port. 


Note: When properly inserted, the charge coupler will snap into place with a 
solid click. 


* If the charge indicator does not illuminate within 30 seconds, remove the charge 
coupler from the charge port. Reinsert the charge coupler inte the charge port. 
if on the third reinsertion of the charge coupler the check indicator illuminates, 
refer to your electric vehicle owner's handbook for a service contact point. 


Charger Specifications 


ITEM CHARACTERISTIC 
input 

Voltage 120 VAC 

Current 10 A (FLA) 

Frequency 50/60 Hz 


Output Power 


Dimensions 

Height 

Width 

Depth 

Weight 

Input Cord Length 
Output Cable Length 


Environment 
Temperature 
Indoor 
Outdoor 


1000 W (max) 


139.9 mm (5.51 in) 
262.9 mm (10.35 in) 
432.6 mm (17.03 in) 
6.3 kg (13.9 Ibs) 
2.44 m (8.0 ft min) 
1.31m (4.3 ft) 


-18° C (0° F) to 40° C (104° F) 


Yes 
Yes 


FCC Information 


The MagneCharge”™ Portable Inductive Convenience Charger Model P200 operates on 
a radio frequency subject to Federal Communications Commission (FCC) rules. 


This device complies with Part 15 of the FCC rules. Operation is subject to the fol- 
lowing two conditions: (1) This device may not cause.harmful interference, and (2) This 
device must accept any interference received, including interference that may cause 
undesired operation. 


This product has been designed to protect against Radio Frequency Interference (RFI). 
However, thora may bo como instances whon high powered radio signale or noarby RF 
producing equipment (such as digital phones, RF communications equipment, etc.) 
could affect its operation. If interference to your charger is suspected, we suggest the 
following steps be taken before consulting your retailer or MagneCharge”™ Sales and 
Service Representative for assistance: 


|. Reorient or relocate nearby electrical appliances or equipment during charging. 
2. ‘Turn off nearby electrical appliances or equipment during charging. 


3. If the problems still persist, charge your electric vehicle in a different location. 


Changes or modifications to this product by other than an authorized service facility 
could void authorization to use this equipment. 


|. This owner's handbook includes the latest information available at the time of 
printing. Delco Electronics Corporation reserves the right to make changes 
to this product without further notice. 


2. Changes or modifications to this product by other than an authorized ser- 
vice facility could void the product warranty. 


3. If you have questions about the use of this product, contact your 
MagneCharge™ Sales and Service Representative. 


